






13. Locate the stock air box grommet in
above image. Install the Injen stand-off
stud to the grommet.

17. Now install the 4” elbow with

provided clamps to the drivers side large
turbo inlet. Position like image above. 
Leave clamps loose for now.

16. A) Now secure and tighten using
10mm socket and ratchet.
B) Secure the bracket using allen key.

18. Install the 3” straight hose with

provided clamps to the passengers side 
turbo inlet. Tighten the clamp on housing 
only using 8mm nut driver.

21. Use a 10mm socket and ratchet to
secure the bracket to the vibramount with
a provided M6 nut and fender washer.
Tighten clamps using 8mm nut driver.

15. A) Now install the bracket on heat shield to
the front clip located on fire wall. Make sure bracket
sits under clip. Secure using provided M6 socket
cap screw and fender washer. B) Secure the stand
off stud using provided M6 nut and fender washer.

19. Install two vibramount to the threaded
inserts on heat shield. Install the large intake
pipe, make sure the 3.5” side goes through heat
shield. Position the bracket to the vibramount
and tube to 4” elbow. Do not tighten.

23. Install the smaller tube by placing one end
into the 3” hose on the passengers side turbo inlet
and the other end through the smaller hole in the
heatshield. Line up the brackets to vibramounts.

22. Install the vibra mount to the welded
machined fitting on larger intake tube.

Heat shield bracket

Instruction Manual P/N:PF9015

14. A) Install the heat shield into the vehicle
and position bracket to the front radiator
support. Secure using bolt from step 9.
Tighten and secure. B) Now install the bottom
of the heat shield hole to the stand off stud.

Heat Shield

M6 Vibramounts

24. Secure the brackets using provided

M6 nuts and fender washers.
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20. Adjust the hose and pipe for best
fitment and clearance.

Radiator support
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